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Changeover switches According to :
Changeover switches with high operating load capacity and a high level of IEC 60947-3

disconnection insulation, high reliability and safety in abnormal conditions are IEC
available in different construction models, with a wide range of current ratings, IEC 61439-1
motorized units and various accessories. RoHS

Functional and

aesthetic handle CEC Interior 63A - 100A

¢ Good grip and excellent torque/ resistance.

. . ¢ Mechanism: innovative, single mechanism for
e Padlockable handle in O - OFF position @HO it
(up to three locks @ 5-8 mm). c o
e Compact size
® Door interlock in ON I - ON Il position. o Beie ik met i

o Self- centering shaft for door handle. o Handle: external & direct handle

* Flexible mounting

SoF Interior 125A - 1600A

¢ Back to back arrangement

* Handle: external & direct handle

* Compact versions suitable for copper
termination

e Standard version for both Cu. and Al.

Neutral pole early make
& late break
Salient features Early make & late break switched m
neutral prevents accidental over |

voltage while making and breaking

. W|de'range from 63A to 1600A (up.to 3150A un‘der request), of loads connected between phase « Thick gauge sheet with powder coating 'y
both in manual and remote (motorized) operation. and neutral s e T
* 3P and 4P versions, with advanced switched fully rated neutral  Ample clearance between switch terminals both
pole in 4 pole version. on top and bottom .
o AC-23A utilization category as per [EC60947-3. o Sufficient clearance between terminals and base B
- . e Gland plate for easy cable connection
¢ Enclosed solution is available up to 400A. o . .
MOtOI‘IZEd unit klt e Door interlock in ON position to avoid

¢ Motorized operation is achieved by a separate motor kit that

includes a manual handle for emergency operation. * Motorized unit is used to automate the
drive system of changeover switches
with a high level of reliability and safety.

¢ Wide range of accessories: auxiliary contacts, phase barriers, This facilitates remote operation where Ce— Motorized it kit
terminal shroud etc., access is difficult thus making it easier to y otorized unit Ki
e Suitable for isolation according to IEC60947-1 & 3. work.#__
L] -

e Safety features: Clear position indication (1- O - Il), independent e
to operator speed and positive drive operation (both in closing
and opening).

accidental contacts

-

¢ Available with direct handle or door interlocked handle.

* Two models

¢ High mechanical and electrical reliability
* Working modes: Manual, Auto & Lock
* Digital I/O control

¢ Handle for manual operation included



CHANGEOVER SWITCHES I-0-1I

Series CEC
Changeover switches 3r-3p:n

CODE-63A ©%(c)

CODE-80A ©x%(c)
ElY  cecoos33pso CEC00803PSO CEC01003PSO
ERLV  cecoossanso 4

CODE-100A 6 %(c)

z—AY—=z

bido biil
RRRAEARY

z— 2z

A 631801100

G>

CODE-63A [01¥(e) CODE-80A [©X*(e) CODE-100A [ *(e)

L CTR2CC00633PSP75 CTR2CC00803PSP75 CTR2CC01003PSP75

CECO1003NSO ELEJ B CTR2CC00633NSP75 CTR2CCO0803NSP75 CTR2CCO1003NSP75

M T

3P 3P+N

*(c) Please indicate in your order both changeover and handle codes as these entities are managed separately.

A standard shaft is included with the handle (please see next page).

*(e) Changeover in metal enclosure (IP64) is for manual operation only. External handle and bridging links are included.

Technical Information

e[

According to IEC/60947-3

Changeover Switch

63 80 100
Rated thermal current Ith  inambient at A 63 80 100

40°C

Rated insulation voltage Ui V 1000 1000 1000
Rated impulse withstand
Voltage Uimp kv 8 8 8
AC Rated operational current<)  le Ue 400V AC21A A 63 80 100
(Rated operational frequency Ue 400V AC22A A 50 80 100
50/60 Hz)
Rated breaking capacity 400V AC23A A 320 640 800
Rated making capacity 400V AC23A A 400 800 1000
Short circuit behavior
Short circuit making capacity -2 Icm KA(peak) 15 15 29
Short time with stand current (1sec)  lew KA rms 1 1 2
Mechanical Operations @) Cycles 10000 10000 10000

(1) Other voltages and /or utilization categories. Please consult.
*(2) Without limiting protective device (short-circuit maintained 50 ms.- 100 ms.).
*3) Please consult us for more operations.

1+ telergon

Accessories
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CHANGEOVER SWITCHES 1-0-11 c

Code In(cLI_Ll;:;e;:“s:sft 1 NO+1NC 1kit for input or output
Code Code 3P 4P
D5LSI01 DCELAB1 DCEAUB1 DCECUB1 DCECUB2
*(1) Changeover can incorporate two aux contacts.
Dimensions (mm) Interior
32 32 3
~
5
-4 41 1| T e
a7
= w
[ o
4
3 max.105
min.
(approx.) | 2,5 A B C
32 32 | 32 3P 158 136 145.2
In Enclosure
4P 190 168 177.2
Door drilling for
235 external handle
%
AN
° ° q g
wn
’ ‘I@
L,
6‘}%
o H : T L
4 145
Smax Hmax Lmax M
€ (€ (€ EHJ
mm’  mm  mm Nxm
o o 50 5 20 M8 10
[ Use phase barriers in order to keep
the clearance in air distances.
o o

telergon }2



CHANGEOVER SWITCHES I-0-1I

CHANGEOVER SWITCHES1-0-11

Accessories

=@ "8 u T W

Series SgF
Changeover switches 3p-3p:n

Included shaft | INO+1NC | 2N0-+2NC | 2P Eech! uni 4Pole2Unit Frontalpolesonly | ¢ input or output Code
Code (L-137mm) upP DOWN
Code Code Code 3P 3P 4P 3P 4P 3P 4pP
D5LslIo1 D5LANO1 DS-AU11 | DS-AU12 | DS-TS03 | DS-TS02 | DS-TSO1 | DS-PBO1 | DS-PB02 | D5LPC04 | D5LPCO5

*(p) Accessories not compatible with each other.

CODE - 125A [0 F*(c) CODE- 160A O3 *(c) CODE-125A [CF*(e) CODE-160A [0 r*(e) CODE *(u)
Ll ssFo12s3pso 4 S5F01603PS0 EYl CTR2FC01253PSP75 CTR2FC01603PSP75 B UM-COA230Z

LELY  ssroizsanso Qi ssroreosnso QR CTR2rco1253N5P75 i CTR2FCO1603NsP75 4 . . It
Dimensions (mm) nterior

bbbk b e
ISASRN I T _ P —

1 1 3P 3P+N ool

3P 4P 3P 4P
181 192 53 64 10 M8

*(c) Changeover manual or motorized by adding UM. Please indicate in your order both changeover and handle codes as these entities are
managed separately. A standard shaft is included with the handle (please see next page).

el
*(e) Changeover in metal enclosure (IP64) is for manual operation only. External handle and bridging links are included. o a7
*(u) Motorized unit Kit - Manual handle is provided to operate during emergency or maintenance only. g g :rr" § S i
® o o= 3 Door drilling for
e external handle
i f 13
. . 1
Technical Information CE ==
max. 105
According to IEC/60947-3 1456 min. 15 2,5
Changeover Switch Motorized unit kit With Motorized Unit In Enclosure
125 160 Operational torque Nm 20
Rated thermal current Ith  inambientat A 125 160 Voltage supply *(5) AV 230 Vac
40°C Operating voltage range AV 0,85*Vto 1,15*V 250 32 I 5
Rated insulation voltage Ui V' 1000 1000 Operating voltage range according to
Rated impulse withstand IEC 60947-6 AV 0,95*V to1,10*V
Voltage Uimp KV 8 8 Cable section of voltage supply mm2 1,5-25
ACRated operational current- le  Ue400V AC21A A 125 160 Cable section area Input Signals mm2 05-15
. Cable section area Auto-Lock mode Outputs  mm2 05-15 o| o
(Rated operational frequency Ue400V AC22A A 125 160 =1
50/60 Hz) Inrush Current A 11 8
. y Use current (Irms) mA 45 -
Rated breaking capacity 400V AC23A A 1000 1280 Protective Fuse | Reference F1 AL250V o
Rated making capacity 400V AC23A A 1250 1600 (Littel fuse) A 1 S
Short circuit behavior Operating angle -70°/0°/+70° I o
o ! (1-0-11) |
Short it maki ity - I KA 3 13 13
or élrcul rna g capaciiy 'e) cm, (peak) Number of UM operations Cycles 8000 220 ‘ 41 219
Short time with stand current (1 sec) lcw KA rms 7 7 Operation rate (0-10) Cycles/hour 120 300
Mechanical Operations Cycles 8000 8000 Working temperature range -25°C ..4+55°C
Maximum Al Cable with lug @ sg.mm 70 70 Transportation and storage temperature -40°C ..+70°C
UM weight kg 18 dh = L
*(1) Other voltages and /or utilization categories. Please consult @
*(2) Without limiting protective device (short-circuit maintained 50 ms.-100 ms.) Pos. Direction Pos. Operating time
*(3) Please consult us for more operations 0 — | 750 ms g
*(4) Bimetalic lug for M8 connection (Dia 9mm) to be used | — 0 750 ms < E ] o s ::nax H g1ax L ::nax M
*(5) For DC values please consult Cu)  (Cu) (Cu Eﬂj
0 — Il 750 ms e T o N
—)
'I' — ?I 15: o S ° 95 5 25 M8 13
[} —) | 1,5 sec

3+ telergon telergon *4



CHANGEOVER SWITCHES I-0-1I

E—— e ,
0 Accessonies

Changeover switches 3p-3p+n =

CHANGEOVER SWITCHES1-0-11

D°mm
L

28 el T Ly

Included shaft | INO+1NC | 2NO+2NC PR Nl R A e ey 1kit for input or output Code
Code (L-137mm) up DOWN
Code Code Code 3p 3p 4p 3P 4p 3p 4p
D5LSI01 D5LANO1 DS-AU11 | DS-AU12 | DS-TS06 | DS-TS05 | DS-TS04 | DS-PB04 | DS-PB03 | D5LPC06 | D5LPCO7

*(p) Accessories not compatible with each other.
CODE-160A 0™ *(c) CODE-200A 6™ *(c) CODE-250A [™~*(c) CODE-160A [©~*e) ~ CODE-200A [C™~*(e) CODE-250A [0 *(e)

El  ss5Fo1603PJ0 ¥ ssro2003pso 4 S5F02503PDO 2p IS LTSy (e Sy  CODE *(u)
3P+N S5F01603NJO S5F02003NSO S5F02503NDO LR WCTR2FC01603NJP758 CTR2FC02003NSP75 ¥ CTR2FC02503NDP75, m . " I t .
Dimensions (mm) nterior

el B e B B o B e

I T oo

0 43,6
I I 3P 3P+ N 18 4 14 WS
r428 b =
*(c) Changeover manual or motorized by adding UM. Please indicate in your order both changeover and handle codes as these entities are Z ! 0 ' 1
managed separately. A standard shaft is included with the handle (please see next page). [ 7 A B
*(e) Changeover in metal enclosure (IP64) is for manual operation only. External handle and bridging links are included. o s7 oT
*(u) Motorized unit Kit - Manual handle is provided to operate during emergency or maintenance only. E 8 % 5 § S ] g | 6P [ elP | alp
N ol 3 181192 53 64 10 M10
b for s
il g i ] o 13
5 9 7N ) oy
Technical Information CE I AR "
_ Door drilling for
42 | 42 42 max. 105 external handle
According to IEC/60947-3 A 1456 | min.15 [ 2.5 &
2 N
. . . . . . 5
Changeover Switch Motorized unit kit With Motorized Unit In Enclosure ¢
160 200 250 Operational torque Nm 20
Rated thermal current Ith in ambient at A 160 200 250 Voltage supply *(4) \% 230Vac
40°C Operating voltage range AV 0,85*V to 1,15*V 250 32 N5
Rated insulation voltage Ui V 1000 1000 1000 Operating voltage range according to
Rated impulse withstand IEC 60947-6 AV 0,95*V to 1,10*V
Voltage Uimp kv 8 8 8 Cable section of voltage supply mm2 1,5-2,5
ACRated operational current-s) le  Ue400V AC21A A 160 200 250 Cable section area Input Signals mm2 0515
(Rated operational frequency Ued00V AC22A A 160 200 200 Cable section area Auto-Lock mode Outputs mm2 0515 88
Inrush Current A 1,1 8
50/60 Hz) ©
Rated breaki it 400V AC23A A 1280 1280 1280 Use current (irms) mA *
atec breaking capacity Protective Fuse | Reference F1 AL250V \§,
Rated making capacity 400V AC23A A 1600 1600 1600 (Littel fuse) A 1 D)
Short circuit behavior Operating angle -70°/0°/ +70° 1 °
Short circuit making capacity * lem KA(peak) 13 13 13 (1-0-y 1
. . Number of UM operations Cycles 8000 220 ‘
Short time with stand current (1 sec) lcw KA rms 7 7 7 ® N o0 Cycles/h 120 30 300
Mechanical Operations s Cycles 8000 8000 8000 peration rate (0-111-0) ycles/hour
- — Working temperature range -25°C..+55°C —
Maximum Al Cable with lug =) sq.mm 150 150 150 - = =
Transportation and storage temperature -40°C ..+70°C
UM weight kg 1.8 ,.EDJ.
*(1) Other voltages and /or utilization categories. Please consult S max Hmax Lmax
*(2) Without limiting protective device (short-circuit maintained 50 ms.-100 ms.) Pos. Direction Pos. Operating time “ (Cu) z ) M
*(3) Please consult us for more operations 0 — | 750 ms F o) . max ﬁ
*(4) For DC values please consult | —) 0 750 ms R b = e mm’ mm  mm Nxm
o — 750 ms I:I 160A 95 - 5 25 M8 13
1} — 0 750 ms S ° 200A
120 30 5 30 M10 18
I = 1,5 sec ) 250A
[} —) | 1,5 sec

5+ telergon telergon }6



CHANGEOVER SWITCHES I-0-1I

CHANGEOVER SWITCHES1-0-11

Series S5F
Changeover switches 3p-3p:n

Accessories

a@mm L
&8 L

=
1 Kit for input tput " N
Included shaft |1 NO+1NC|2 NO+2NC :;,O:t:;’;a:;::,ypu 1kit for input or output Code
Code (L-227mm)
Code Code Code 3P 4P 3P 4P
D5LLI21 D5LLA11 DS-AU11 | DS-AU12 Ds-CU11 DS-PB12 | DS-PB11 | D5LPC15 | D5LPC16
CODE-250A [53%(c) CODE-315A [G32%(c) CODE-250AC 1 *(e) CODE-315A[C 1 *(e) CODE *(u) *(p) Accessories not compatible with each other.
3P 3P
3PN J__ ssrosisaneo 4 P4N
CODE-250A (50 *(cr)  CODE-315A [535 (cr) Dimensions (mm) Interior
3P S5F02503PRC
ELELY  ssro2soanrc @ ssFo31saNRc
NS5 3 1 N5 3ot
bibio diid e o s o
ARRRRRRD 100 o
N 68 4 2 N 68 4 2 18
! " 3P 3P+ N ‘“ Tt 100 Door drilling for
*(©) Changeover manual or motorized by adding UM. Please indicate in your order both changeover and handle codes as these entities are S — 25 —l 42 external handle
managed separately. A standard shaft is included with the handle (please see next page). el {5 | L "
= B By
*(e) Changeover in metal enclosure (IP64) is for manual operation only. External handle and bridging links are included. = olo — . © ©
~ oo o|©
*(u) Motorized unit Kit - Manual handle is provided to operate during emergency or maintenance only. 23 L L e e == |= & 234
*(cr) Changeover ready to motorize. Please indicate in your order both changeover and UM codes as both these units are managed separately. o ;44 < T i— T V055
= 0 =] 40
" 3 1ec T o g —
Technical Information L
50 50 50 max. 224
298 198 min. 90 60
According to IEC/60947-3
Changeover Switch Motorized unit kit With Motorized Unit In Enclosure
250 315 Operational torque Nm 30
Rated thermal current Ith  inambient at A 250 315 Voltage supply *(4) v 230 Vac
40°C Operating voltage range AV 0,9*Vto 1,1*V 320 35
Rated insulation voltage Ui V1000 1000 Operating voltage range according to
Rated impulse withstand IEC 60947-6 AV 095" t01,10V _ -9
Voltage Uimp KV 8/12% 8/12% Cable of voltage supply mm2 15-25
ACRated operational current-w le ~ Ued00V AC21A A 250 315 Cable section area Input Signals mm2 05-15
. Cable section area Auto-Lock mode Outputs mm2 05-1,5
(Rated operational frequency Ue400V AC22A A 250 315 ©
Inrush Current A 11 S
50/60 Hz) - =1k<}
Use current (Irms) mA 45 B[S
Rated breaking capacity 400V AC23A A 2000 2520 Protective Fuse | Reference F1 AL250V
Rated making capacity 400V AC23A A 2500 3150 (Littel fuse) A 1
Short circuit behavior Operating angle -70°/0°/ +70° d)q’\\“
Short circuit making capacity “c) lcm KA(peak) 20 20 - (-0 |
short t ith stand 0 \ KA P i Number of UM operations Cycles 5000 19
ort time with stand current (1 sec) _lew ms Operation rate (0-I-11-0) Cycles/hour e 320 ] 50 304
Mechanical Operations ) Cycles 8000 8000 Working temperature range -25°C .. +55°C | ] 400
Maximum Al Cable with lug sq.mm 185 185 Transportation and storage temperature -40°C..+70°C T ==
UM weight kg 18 o | S é_
*Using the phase barrier :
*(1) Other voltages and /or utilization categories. Please consult Pos. Direction Pos. Operating time 9
*(2) Without limiting protective device (short-circuit maintained 50 ms.-100 ms.) 0 — | 750 ms o
*(3) Please consult us for more operations | — 0 750 ms = uﬂ 5 -lF} Py = 5 ::nax U g1ax - ::nax M
*(4) For DC values please consult o p—y " 750 = | (Cu)  (Cu) (Cu Eﬂj
I o o ms : ! mm’  mm  mm Nxm
— 750 ms ! ! T T
B 185 7 25 M10 18
| = 15 sec L
[} —) | 1,5 sec

7+ telergon telergon }8



CHANGEOVER SWITCHES I-0-1I

Series S5F
Changeover switches 3p-3p:n

CODE-315A 6 *(c)

CODE-400A[0™ *(c) CODE-315A[0™ *(e)

CODE -400A [0 *(e)

Il ssFosisspro 4 S5F04003PCO LU CTR2FC03153PFP75 CTR2FC04003PCP75
ELEYF S5F03153NF0 S5F04003NCO ELEYN CTR2FC03153NFP75 CTR2FC04003NCP75

CODE-315A [©™ *(cr) CODE-400A[0™ *(cr)
B ssrosisierc 4
L2 ssrosisanrc 4
e e S el e W e W e

it M

*c) Changeover manual or motorized by adding UM. Please indicate in your order both changeover and handle codes as these entities are
managed separately. A standard shaft is included with the handle (please see next page).

*(e) Changeover in metal enclosure (IP64) is for manual operation only. External handle and bridging links are included.
*(u) Motorized unit Kit - Manual handle is provided to operate during emergency or maintenance only.

*(cr) Changeover ready to motorize. Please indicate in your order both changeover and UM codes as both these units are managed separately.

Technical Information

e[

According to IEC/60947-3
Changeover Switch Motorized unit kit
315 400 Operational torque Nm
Rated thermal current Ith  inambientat A 315 400 Voltage supply *(4) v
40°C Operating voltage range AV
Rated insulation voltage Ui V1000 1000 Operating voltage range according to
Rated impulse withstand IEC 60947-6 AV
Voltage Uimp KV 8/12* 8/12* Cable of voltage supply mm2
ACRated operational current-n le ~ Ue400V AC21A A 315 400 Cable section area Input Signals mm2
. Cable section area Auto-Lock mode Outputs mm2
(Rated operational frequency Ue400vV AC22A A 315 400
Inrush Current A
50/60 Hz)
. . Use current (Irms) mA
Rated breaking capacity 400V AC23A A 2520 3200 Protective Fuse | Reference F1 AL250V
Rated making capacity 400V AC23A A 3150 4000 (Littel fuse) A
Short circuit behavior Operating angle
Short circuit making capacity lem KA(peak) 20 20 ber of : |
Short time with stand current(1 sec) lew KA rms 12 12 Num efo UM operations Cycles
- 8 Operation rate (0-I-1I-0) Cycles/hour
Mechanical Operations *a Cycles 8000 8000 Working temperature range
Maximum Al Cable with lug Sg.mm 300 300 Transportation and storage temperature
UM weight k
*Using the phase barrier welg 9
*(1) Other voltages and /or utilization categories. Please consult Pos. Direction Pos. Operating time
*(2) Without limiting protective device (short-circuit maintained 50 ms.-100 ms.) 0 — | 750 ms
:li) lI:’Ieral:;(e: solnsult Lljs for msre Itt)peratlons | — 0 750 ms
4 Fo alues please consu o — I 750 ms
] — 0 750 ms
| = 15 sec
[} — | 1,5 sec

9+ telergon

CODE *(u)

30
230Vac
0,9*Vto 1,1*V

0,95*V to1,1*V
1,5-2,5
05-15
05-15

11
45

1
-70°/0° /+70°
(1-0-11)
5000
60
-25°C...+55°C
-40°C...+70°C
18

CHANGEOVER SWITCHES1-0-11

Accessories

O
[ i | :

Included shaft |1 NO+1NC|2 NO+2NC ! K:;‘,:ﬂ:’:;:;::&,pm 1kit for input or output Code
Code (L-227mm)
Code Code Code 3P 4p 3P 4P
D5LLI21 D5LLA11 DS-AU11 | DS-AU12 Ds-CU12 DS-PB14 | DS-PB13 | D5LPC15 | D5LPC16

*(p) Accessories not compatible with each other.

Dimensions (mm) Interior
333 %0
100 145
100 88 4

Door drilling for
100 external handle

160

28
®

055

max. 224
198 min.90 | 60

In Enclosure

500
420
e
=\

&
L] +4
320 ] 50
400

Hmax L max

3 o S max M
8 (cu) € (v CHJ
mm’ mm mm Nxm
5 5
240 44 7 40 M10 24

telergon *10



CHANGEOVER SWITCHES I-0-1I

630C|800C

Series S5F
Changeover switches 3p-3p:n

CODE-630A [ *(c) CODE-800AC *(c) A
3p S5F06303PRO S5F08003PCO <
3P+N S5F06303NRO S5F08003NCO CODE *(u)
CODE-630A [ *(cr) CODE-800A T *(cr) UM-C25230M

3P S5F06303PRC S5F08003PCC

N § 3 1 N 5§ 3 1
$hdd, debi
N 6 4 2 N 6 4 2

*(c) Changeover manual or motorized by adding UM. Please indicate in your order both changeover and handle codes as these entities are
managed separately. A standard shaft is included with the handle (please see next page).

*(u) Motorized unit Kit - Manual handle is provided to operate during emergency or maintenance only.
*(cr) Changeover ready to motorize. Please indicate in your order both changeover and UM codes as both these units are managed separately.

Technical Information

According to IEC/60947-3

Changeover Switch Motorized unit kit
630 800 Voltage supply *(4)
Rated thermal current Ith  40°C A 630 800 Operating voltage range AV
in ambient at Operating voltage range according to
Rated insulation voltage Ui V1000 1000 IEC 60947-6 AV
Rated impulse withstand Cable of voltage supply mm’
Voltage Uimp KV 12 12 Cable section area Input & MODBUS Signals mm’
. 2
ACRated operational currentn le  Ue400V AC2TA A 630 800 Icab'ehsgc""“ta’ea Outputs mn
nrus urren
(Rated operational frequency Ue400V AC22A A 630 800 h " N
Nominal Current during operation A
50/60 Hz)
. . Use current (Irms) A
Rated breaking capacity 400V AC23A A 5000 6400 Use current (Imax) A
Rated making capacity 400V AC23A A 6300 8000 Protective Fuse | Reference F4 AL250V
Short circuit behavior (Littel fuse) A
Short circuit making capacity @) lem KA(peak) 26 26 Operating time S
: . Number of MU operations + S5F Size 2 Cycles
Short time with stand current(1 sec) lew KA rms 16 16 —
Operation Frecucency (0-1-0-11-0) Cycles/hour
Mechanical Operations @ Cycles 5000 5000 according to IEC 60947-3
Maximum Al Cable with lug / Bus Bar Sg.mm 2x240/ 2x30x8 Working temperature range T2 85% Un

o
*(1) Other voltages and /or utilization categories. Please consult T 115%Un

*(2) Without limiting protective device (short-circuit maintained 50 ms.-100 ms.)
*(3) Please consult us for more operations
*(4) For DC values please consult

Transportation and storage temperature

UM weight kg

11+ telergon

CHANGEOVER SWITCHES1-0-11

Accessories
KiT
A<> 4,
SKIT %
S “
- > B
o 3 D?mm . A L
Seg g h — : &
= ]
o In(cluded sh?ft 1 NO+1NC |2 NO+2NC ! K:;t,g:‘rtiar;’:;:;::&?m 1kit for input or output Code
ode L-239mm
Code Code Code 3P 4P 3P 4P
D5LLI22 D5LLA21 DS-AU11 | DS-AU12 Ds-CU21 DS-PB22 | DS-PB21 | D5LPC25 | D5LPC26
*(p) Accessories not compatible with each other.
Dimensions (mm) Interior
130 164 N
150 5 5
105
30 150
Door drilling for
external handle
e o )
g8 8 @ O 034
- ) O o5s
= 40
65 65 65 max. 260
373 260 min. 95 60
With Motorized Unit
230Vac
0,85*Vto 1,15*V
0,95*V to 1,10V 492
15-25 386 365 45
05-1,5
05-15
11
39
0,041
0,275
4
0,15
5000 >
60 ¥
-25°C..+55°C
-25°C..+55°C
-40°C...+70°C
44
— Smax Hmax Lmax M
@ @ @ T
mm’  mm  mm Nxm
2x240 2x5 40 M10 24
telergon + 12



CHANGEOVER SWITCHES I-0-1I

6301800

Series S5F
Changeover switches zp-3p+n B>

CODE-630A o *(c) CODE-800A o *(c) L\ i
3P N
3PN
CODE-630A [0 *(cr) CODE-800A[F *(cr)
3P
EELY  ssrossosnic 4

CODE *(u)

UM-C25230M

*(c) Changeover manual or motorized by adding UM. Please indicate in your order both changeover and handle codes as these entities are
managed separately. A standard shaft is included with the handle (please see next page).

*(u) Motorized unit Kit - Manual handle is provided to operate during emergency or maintenance only.
*(cr) Changeover ready to motorize. Please indicate in your order both changeover and UM codes as both these units are managed separately.

Technical Information

According to IEC/60947-3

Changeover Switch Motorized unit kit
630 800 Voltage supply *(4)
Rated thermal current Ith  40°C A 630 800 Operating voltage range AV
in ambient at Operating voltage range according to
Rated insulation voltage Ui V1000 1000 IEC 60947-6 AV
3
Rated impulse withstand Cable of voltage supply mm-
Voltage Uimp kv 12 12 Cable section area Input & MODBUS Signals ~ mm
. 2
ACRated operational currentn le  Ue400V AC21A A 630 800 Icab'ehsgc""“ta’ea Outputs mn
nrus urren
(Rated operational frequency Ue400V AC22A A 630 800 h " N
Nominal Current during operation A
50/60 Hz)
. . Use current (Irms) A
Rated breaking capacity 400V AC23A A 5000 6400 Use current (Imax) A
Rated making capacity 400V AC23A A 6300 8000 Protective Fuse | Reference F4 AL250V
Short circuit behavior (Littel fuse) A
Short circuit making capacity -@) lem KA(peak) 26 26 Operating time S
N . Number of MU operations + S5F Size 2 Cycles
Short time with stand current(1 sec) lcw KA rms 16 16 n
Operation Frecucency (0-1-0-11-0) Cycles/hour
Mechanical Operations @ Cycles 5000 5000 according to IEC 60947-3
Bar(Thickness / Width) (mm) 2x40x8 Working temperature range T285% Un

o
*(1) Other voltages and /or utilization categories. Please consult T 115%Un

*(2) Without limiting protective device (short-circuit maintained 50 ms.-100 ms.)
*(3) Please consult us for more operations
*(4) For DC values please consult

Transportation and storage temperature
UM weight kg

13+ telergon

KIT
A>T,

KIT

WoTo,,
Irge

See e

230Vac
0,85*Vto 1,15*V

0,95*V to1,10*V
1,5-2,5
0,5-15
05-1,5

1
39
0,041
0,275

4

0,15

5000
60

-25°C .455°C

-25°C ..+55°C

-40°C .470°C
44

CHANGEOVER SWITCHES1-0-11

Accessories

D@mm @.
L &

I . |

([ — N

o In(cluded sh?ft 1 NO+1NC |2 NO+2NC ! K:;t,g:‘rtiar;’:;:;::&?m 1kit for input or output Code
ode L-239mm
Code Code Code 3P 4P 3P 4P
D5LLI22 D5LLA21 DS-AU11 | DS-AU12 Ds-CU21 DS-PB22 | DS-PB21 | D5LPC25 | D5LPC26

*(p) Accessories not compatible with each other.

Dimensions (mm) Interior

130 164
150 5 . 5
105
40 150 Door drilling for

external handle

clge & O 034
N & e} O 055
40
70_ 70 _| 70 max. 260
373 260 min. 95 60
With Motorized Unit
492

Smax Hmax Lmax

Cw  (Cu (Cw EHJ M
mm? mm  mm Nxm
630A 2x240 2x8 40 M10 24
800A 2x240 2x8 45 M10 24
telergon }14



CHANGEOVER SWITCHES I-0-1I CHANGEOVER SWITCHES1-0-11

. :
Series SgF Accessories

.
Changeover switches 3p-3p:n o
0 KiTy,
SKIT %
o < =
5 z L
it z 5 4
1 Kit for input tput " N
Included shaft |1 NO+1NC|2 NO+2NC :;,Ozrtlar;’:;;:;::,ypu 1kit for input or output Code
Code (L-239mm)
Code Code Code 3P 4P 3P 4P
™ D5LLI32 D5LLA31 DS-AU11 | DS-AU12 DsS-CU31 DS-PB32 | DS-PB31 | DS-PF32 | DS-PF31
k,\ *(p) Accessories not compatible with each other.
CODE-1000A[0 *(c) CODE- 1250A[673= *(c) i
3 J_ sseiasospco 4 o
ELELW  ssFiooosnco g ssFi2s03nco g CODE *(u) | i
i i nterior
CODE-1000A [0 *(cr) CODE- 1250A5> *(cr) Dimensions (mm)
e scriocosecc M sskiasospcc 4
won SECEUTTN AT
NS 31 150 78
deddo. . J
YT
Noe , 42 M 150 Door drilling for
external handle
*(c) Changeover manual or motorized by adding UM. Please indicate in your order both changeover and handle codes as these entities are | ™
managed separately. A standard shaft is included with the handle (please see next page). e o o
s
*(u) Motorized unit Kit - Manual handle is provided to operate during emergency or maintenance only. AP dge 1 i kS O 034
*(cr) Changeover ready to motorize. Please indicate in your order both changeover and UM codes as both these units are managed separately. S AR 1 © O 05
.5
D]D 40
. .
Technical Information _J -
3
260 86
. - max.
According to IEC/60947-3 5|75 L7 291 Mg | 60
422
Changeover Switch Motorized unit kit With Motorized Unit
1000 1250 Voltage supply *(4) 230 Vac
Rated thermal current Ith  inambient at A 1000 1250 Operating voltage range AV 085*Vto1,15*V
40°C Operating voltage range according to 540
Rated insulation voltage Ui V1000 1000 IEC 60947-6 AV 0,95*V to1,10*V 440 399 45
3
Rated impulse withstand Cable of voltage supply mmZ 15-25
Voltage Uimp v 12 12 Cable section area Input & MODBUS Signals mm 05-1,5
N T Y T S — .
ACRated operational current-w le  Ue400V AC21A A 1000 1250 Cable section area Outputs mm 05-15 ‘ ;
Rated operational Ued00V AC22A A 1000 1250 Iorush Current A u == B
ated operational frequency e Nominal Current during operation A 3,9 CHC]
Rated breaking capacity 400V AC23A A 8000 8000 Use current (Irms) A 0,041 m @
Rated making capacity 400V AC23A A 10000 10000 Use current (Imax) A 0,275
Short circuit behavior Protective Fuse | Reference F4 AL250V g |
Short circuit making capacity -2 lem KA(peak) 60 60 (Littel fuse) A 4 =T 1
Sh N ith d | KA 2 > Operating time S 0,15 l—. 2
ort time with stand current(1 sec) lew rms > S Number of MU operations + S5F Size 3 Cycles 3000 3 N
Mechanical Operations «@) Cycles 3000 3000 Operation Frecucency (0-1-0-11-0) Cycles/hour 20 <
oth | a | ol | according to IEC60947-3
*(1) Other voltages and /or utilization categories. Please consult . o o
*(2) Without limiting protective device (short-circuit maintained 50 ms.-100 ms.) Working temperature range T°85%Un  -25°C..+55°C =manad
*(3) Please consult us for more operations T2115%Un  -25°C..+55°C
*(4) For DC values please consult Transportation and storage temperature 40°C..+70°C
UM weight kg 44 — Smax Hmax Lmax M
(Cu)  (Cu) (Cu)
mm’  mm  mm Nxm

2x300  2x10 50 M14 45

15+ telergon telergon }16



CHANGEOVER SWITCHES I-0-1I

Series S5F
Changeover switches 3p-3p:n

A 250/1600
G>

Accessories

CHANGEOVER SWITCHES1-0-11

\x"“ KIT 41:?
S/KIT ¢
= >
- P 3 [ k‘
». 4
o _-'g’.‘?—n—'—-— ! )
i e -
1 Kit for input or output
[ Included shaft |1 NO+1NC|2 NO+2NC Frontal polet only Code
o Code (L-239mm)
Code Code Code 3P 4pP
D5LLI32 D5LLA31 DS-AU11 | DS-AU12 DS-CU41 D5-PF42 | D5-PF41
CODE-1250A[0 ) *(c) CODE - 1600A[01~ *(c) CODE *(u) .
oy ssrizsowso 4 Vo coszson 4 Dimensions (mm) Interior
EELY  ssFizsoanso 4
NS 81 N5 3 1 209 250 120 S
S48 s34 200 10 100 0 ' F X o1 oT 92 oT
Y Y VY Y Y 1250A 381 - - 162 M16 - -
S . -
Noe 42 N6 a2 ; 1600A - 441 40 14,1 M14 14,1 M14
I n
*(c) Changeover manual or motorized adding the UM. Please indicate in your order both changeover and handle codes as these entities are i 42
managed separately. A standard shaft is included with the handle (please see next page). w14
*(u) Motorized unit Kit - Manual handle is provided to operate during emergency or maintenance only. = ) N —— Door drilling for
me d external handle
N B max. 260 © ©
Technical Information CE min.95 | 0 ] O 034
o O e5s
: - 40
According to IEC/60947-3 w2 B
H . . . 552
Changeover Switch Motorized unit kit
1250 1600 Voltage supply *(4) 230 Vac With Motorized Unit
Rated thermal current Ith inambient at A 1250 1600 Operating voltage range AV 0,9*Vto 1,10V
40°C Operating voltage range according to
Rated insulation voltage Ui V1000 1000 IEC 60947-6 AV 0,95*V to1,10*V
3
Rated impulse withstand Cable of voltage supply mmZ 1,5-2,5 657 447 30
Voltage Uimp K12 12 Cable section area Input & MODBUS Signals mm 05-1,5 551
. 2
ACRated operational currentn le Ue400V AC21A A 1250 1600 lcab'ehsgc""“ e Outputs e °'51’1"5
. nrush Curren
(Rated operational frequency Ue400V AC22A A 1250 1600 Nominal Current during operation A 39 L
50/60 Hz) Use current (Irms) A 0,041
Rated breaking capacity 400V AC23A A 8000 8000 Use current (Imax) A 0,275
Rated making capacity 400V AC23A A 10000 10000 Protective Fuse | Reference F4 AL250V _
Short circuit behavior (Littel f}lse) . A 4 é
Short circuit maki it | KA(peak 60 60 Operating time s 015 2
ort circuit making capacity '@ cm (peak) Number of MU operations + S5F Size 4 Cycles 3000 <
Short time withstand current(1 sec) lcw KA rms 25 50 Operation Frecucency (0-1-0-11-0) Cycles/hour 20 @
Mechanical Operations @ Cycles 3000 3000 according to IEC 60947-3
Working temperature range T2 85% Un  -25°C..+55°C
*(1) Ot_her vol_tag_e_s and/or ut'ilizatio_n categorie_s. Pl_ease _con_sult Ta 115% Un  -25°C ..4+55°C
*(2) Without limiting protective device (short-circuit maintained 50 ms.-100 ms.) T ) d 40°C . 470°C
*(3) Please consult us for more operations ransp(_)rtatlon and storage temperature ot . Hmax L max M
*(4) For DC values please consult UM weight kg 44 (Cu)  (Cu) ﬂ
mm mm Nxm
1250A M16 80
1600 A M14 55
17+ telergon telergon }18



Other range of products

telergon

gor eam

Cam &
Breaker Control

Switches

TFV/G
DC Switches

Bypass
changeover switches

manual or
motorized

AC

Switch
disconnectors
manual or
motorized

DC

Switch
disconnectors
manual or
motorized

telergon

Telergon is one of the
leading companies in the
field of switchgear
engineering.

Ctra. Castellén (Pgno. La Cartuja)
50720 La Cartuja Baja
Zaragoza-Spain

T

Fax: (+34) 976 50 03 14

comercial@telergon.es
www.telergon.com

plastibor

Dedicated to plastics
injection moulding, Plastibor
separates production into
two different sections:

The thermosetting polymers
section and thermoplastic
materials section. In the
first section thermoset
polyester parts are moulded
from moist polyester, and

in the second section,
thermoplastic materials
such as polyamides,
polycarbonates, PBT, PPS,
PEI, PP, PARA, etc. are
injected.

Parque Empresarial Boroa,
Parcela 2C-1

48340 Amorebieta
Vizcaya-Spain

Tel.: (+34) 94 648 26 87

Fax: (+34) 94 648 26 88
ptb@plastibor.com
www.plastibor.com

pronutec

Pronutec is considered one
of the leading companies
specialised in fabrication
and marketing of capital
goods for the low voltage
switchgear sector.

Parque Empresarial Boroa,
Parcela 2C-1

48340 Amorebieta
Vizcaya-Spain

Tel.: (+34) 946313234
Fax: (+ 34) 94 63139 22
pnt@pronutec.com
www.pronutec.com

Qinaselec
Gorlan team
Inaselec Assembly is a recent
established Company within
Gorlan group, is devoted to
the manufacturing activity.
As a result of this exclusive
dedication to the manufac-
ture and assembly by means
of the most developed and
modern systems, as well as
rigorous quality controls,
Inaselec offers an excellent
end product.
Pol. Fuente Ciega-C/Encinas, 40
26200 Haro, La Rioja-Spain
Tel.: (+34) 941 8949 00
inaselec@inaselec.com
www.inaselec.com

Qtripus

Tripus has become the
leading manufacturer of
complete switch-plug
combinations for do-it-
yourself and construction
industries in Europe.

Am Hohen Rain 2
89347 Bubesheim

Tel: (+49) 8221 9016-0
Fax: (+49) 8221 3073
sales@tripus.de
www.tripus.de

gorlan polska

Gorlan Polska was
established to spread the
group’ssolutions and attend
local customers'needs in the
Polish market.

uL. Zeromskiego 18

56-420 Bierutow-Polska
Tel.: (+48) 71 315-63-21
Fax: (+48) 71 314-62-35

polska@gorlanteam.com
wwwpolska.gorlanteam.com

merytronic

Merytronic is a company
with a high added value in
research, development and
production of electronic
equipment, both fixed and
portable, for monitoring,
control and indication of
electronic distribution
networks.

Parque Empresarial Boroa,
Parcela 2C-1

48340 Amorebieta, Vizcaya-Spain
Tel.: (+34) 94 605 24 62
merytronic@merytronic.com
www.merytronic.com

gor laa Shanghai

Gorlan Electric Shanghai
was established to offer

its group’s solutions to the
Chinese market in order to
attend to this market’s needs
in the most customised and
efficient fashion possible.
Office 1505, Sino Life Tower

No. 707 Zhangyang Road
Pudong. Shanghai 200120-China
Tel: (+86) 21 58 88 92 86

pronutec GmbH

Pronutec GmbH. After many
years of experience in the
German market, Pronutec
GmbH was established to
provide customers a more
personalized and direct
service.

Am Hohen Rain 2

89347 Bubesheim-Germany
Tel: (+49) 8221 901 677

Fax: (+49) 8221 901 6777
germany@gorlanteam.com
www.germany.gorlanteam.com

gorlan India

Gorlan India Switchgears
Private Limited was formed
as a result of the merger of
Gem Telergon Switchgears
Pvt Ltd and Gorlan
Technologies Pvt Ltd.

24, Textool Feeder Industrial
Estate, Ganapathy
Coimbatore-641 006-India
Tel.: (+91) 422 4392648

india@gorlanteam.com
www.india. om

.com
www.shanghai.gorlanteam.com



