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AUTO TRANSFER SWITCH - ATS

An automatic transfer switch (ATS) is a self-acting, intelligent power switching device governed by dedicated control logic.
The principal purpose of an ATS is to ensure the continuous delivery of electrical power from one of two power sources to a
connected load circuit

The control logic or automatic controller is typically microprocessor-based and constantly monitors the electrical parameters of
primary and alternate power sources. Upon failure of the connected power source, the ATS will automatically transfer the load
circuit to the other power source. The autornatic transfer switches seek connection to the primary power scurce by default and
will only connect to the alternate power scurce when required.

FEATURES CE =

- Wide range from 40A to 1600A (3P & 4P Version). - External indication.

= Utilization category PC class AC- 32B. - Conforms IEC 60947-6-1.

- Operating handle with provision to lock in ON/OFF position. - Programable device for setting parameters under/aver

« Easy installation and operation. voltagetime delay etc.

- Quick-make and quick-break operation. + Maintenance free, most reliable mechanically held contact
technology.

« High short-circuit withstand capacity.

APPLICATIONS

Generator OEM’s Commercial buildings Automobile industry
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Manufacturing

Emergency/bypass systems Server room Power distribution
e SN T T : =
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Terminal Type

Poles
4 Pole- 4A
3 Pole - 3P*
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Terminal location

B - Incoming on Bottom
T - Incoming on Top*

* under request

ATS With controller

Model L
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I SIZE1| 40A-125 A

8868

“ Without Controller With Controller

40A
63A
80A
100A

125A

C1-00404ASMXB
C1-00634ASMXB
C1-00804ASMXB
C1-01004ASMXB

C1-01254ASMXB

The reference includes emergency handle and phase barriers

TECHNICAL INFORMATION

According to IEC 60947-6-1

€S

IEC

C1-00404ASMLB
C1-00634ASMLB
C1-00804ASMLB
C1-01004ASMLB

C1-01254ASMLB

_nﬂﬂﬂ

Rated thermal current Ith

Insulation voltage

Rated impulse withstand voltage Uimp

Rated short-circuit making capacity (kA) peak

Rated conditional short-circuit current

Control power voltage
Transfer time

Contact transfer times
Utilization category
Mechanical endurance test
Without current

With current

Operating cycles

Mechanical life

Maximum weight

Tightening torgue

Connection capacity. Cu cable,

cycles x 1000
cycles x 1000
cycles/hr
cycles
kg
Size
MM

mm?

100 125
690 690 690 690 690
8 8 8 8 8
8 8 8 8 8
120 120 120 120 120
230 230 230 230 230
1.7 1.7 1.7 1.7 1.7
07 0.7 0.7 0.7 0.7
PCclass AC-32B
4.5 45 4.5 45 45
135 15 1.5 15 1.5
60 60 60 60 60
10000 10000 10000 10000 10000
38 38 38 38 38
M6 Mé M6 Mé& M6
3 3 3 3 3
50 50 50 50 50



ACCESORIES

Programmable device for Model L

« CATSE FTP PATCH CORD 2meter
+ LCD Display unit

Code: DC1DPO1
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Enclosure

- Powder coated
« Sufficient clearance between terminals and base

* Consult for references
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Haole cutting size for split mounting



I SIZE2|160A -250 A

Amp. Without Controller With Controller

160A C1-01604ASMXB C1-01604ASMLB
200A C1-02004ASMXB C1-02004ASMLB
250A C1-02504ASMXB C1-02504ASMLB
The reference includes emergency handle and phase barriers
TECHNICAL INFORMATION CG IEC l‘ l’ J;jx é T

According to IEC 60947-6-1 \]37\1 q\]j\]\
L1 L2 L3 N LILZLJN

Rated thermal current |th 160

Insulation voltage Ui W 690 690 690
Rated impulse withstand voltage Uimp kv 8 8 3
Rated short-circuit making capacity (kA) peak lem 17 17 17
Rated conditional short-circuit current lg 120 120 120
Control power voltage Vac 230 230 230
Transfer time (s) 3.1 3.1 34
Contact transfer times (s) 1.2 12 1.2

Utilization category PC class AC-32B

Mechanical endurance test

Without current cycles x 1000 5.0 50 50
With current cycles x 1000 1.0 1.0 1.0
Operating cycles cycles/hr 60 60 60
Mechanical life cycles 10000 10000 10000
Maximum weight kg 11.5 115 11.5

Size M10 M10 M10
Tightening torque in Nm

NM 10 10 10
Connection capacity. Cu cable. mm? 95 120 120



ACCESORIES

Programmable device for Model L

- CATSE FTP PATCH CORD 2meter
+ LCD Display unit

Enclosure

- Powder coated

« Sufficient clearance between terminals and base

Code: DC1DPO1 —
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I SIZE 31315A - 630 A
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315A C1-03154ASMXB C1-03154ASMLB
400A C1-04004ASMXB C1-04004ASMLB
630A C1-06304ASMXB C1-06304ASMLB

The reference includes emergency handle and phase barriers

TeCHNICAL INFormaTioN (€ [[E8 UL L0

: AT
According to |[EC 60947-6-1 \] )1 \1 ﬁ \1 \1

Rated thermal current Ith 315
Insulation voltage Ui W 690 690 690
Rated impulse withstand voltage Uimp kv 8 a8 8
Rated short-circuit making capacity (kA) peak lem 26 26 26
Rated conditional short-circuit current Ig 120 120 120
Control power voltage Vac 230 230 230
Transfer time (S) 2.1 2.1 21
Contact transfer times (5) 0.8 0.8 0.8
Utilization categary PC class AC - 328
Mechanical endurance test
Without current cycles x 1000 3.0 30 25
With current cycles x 1000 1.0 1.0 1.0
Operating cycles cycles/hr 20 20 20
Mechanical life cycles 6000 6000 6000
Maximum weight kg 226 226 226
Size M12 M12 Mi12

Tightening torgue in Nm
; e NI 14 14 14

F

Connection capacity. Cu cable. mm 185 240 2x240



ACCESORIES

Programmable device for Model L

- CATSE FTP PATCH CORD Zmeter

Enclosure

- Powder coated

+ LCD Display unit = Sufficient clearance between terminals and base
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I SIZE 4| 800A - 1600 A
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“ Without Controller With Controller

C1-08004ASMXB

800A
1000A
1250A

1600A

The reference includes emergency handle

TECHNICAL INFORMATION
According to IEC 60947-6-1

C1-10004ASMXB

C1-12504ASMXB

C1-16004ASMXB

(€ m@

C1-08004ASMLE
C1-10004ASMLB
C1-12504ASMLB

C1-16004ASMLB

Rated thermal current Ith

Insulation voltage U

Rated impulse withstand voltage Uimp

Rated short-circuit making capacity (kA) peak

Rated conditional short- circuit current

Control power voltage
Transfer time
Contact transfer times

Utilization category

Mechanical endurance test

Without current
With current
Operating cycles
Mechanical life

Maximum weight

Tightening torgue in Nm

Connection capacity. Bus bar size (Width / Thickness)".

v
kv
lem
I
Vac
(5)
(5)

cycles x 1000
cycles x 1000
cycles/hr
cycles
kg
Size
N

mm?

1000
690 690
8 8
55 55
120 120
230 230
26 26

1 1
PC class AC - 32B

25 25
0.5 05
20 20
4000 4000
64 64
M12 M12
14 14
80/8 80/8

1250
690
8
35
120
230
26

25
0.5
20
4000
64
M12
14
80/8

1600
690
8
55
120
230
26

2.3
05
20
4000
70
Mi2
14
80/10



ACCESORIES

Programmable device for Model L Enclosure
- CATSE FTP PATCH CORD 2meter - Powder coated
+ LCD Display unit « Sufficient clearance between terminals and base
Code: DC1DPO1 -
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* Consult for references
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Gorlan India Switchgears Pvt. Ltd.
Administrative and Registered Office :
24, Textool Feeder Industrial Estate
Ganapathy, Coimbatore - 641 006. INDIA

Tel: 0091-422-4376841

Email : india@gorlan.com

Web : www.gorlan.co.in

CIN : U32109TZ1999PTC008747

<t
o~
o
o~
b
(G}
=
w
©
<C
=
(=)
S



	1: Front
	Page 2
	Page 3
	Page 4
	Page 5
	Page 6
	Page 7
	Page 8
	Page 9
	Page 10
	Page 11
	Page 12

